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Category 6 Unshielded Patch Cords

Applications

•  TIA/EIA 854 Gigabit Ethernet over Cat 6 Cabling
•  1000Base-T Gigabit Ethernet
•  100Base-TX Fast Ethernet
•  10Base-T Ethernet
•  Broadband Video
•  270 Mbps Digital Video
•  155 / 622 Mbps ATM
•  100 Mbps TP-PMD
•  100 VG-AnyLan
•  4 / 16 Mbps Token Ring
•  Voice

Features

•  100% component performance tested
•  Variety of lengths and colours available
•  Innovative latch protection

Ordering Information

PART NUMBER DESCRIPTION
AFL6XXX-GY Patchcord Category 6 UTP Grey

AFL6XXX-BU Patchcord Category 6 UTP Blue

AFL6XXX-GN Patchcord Category 6 UTP Green

AFL6XXX-YL Patchcord Category 6 UTP Yellow

Replace XXX with length (eg: 010 = 1 m, 015 = 1.5 m)
Other colours available upon request.

AFL Category 6 patch cords are component compliant and are 100% tested.  
They feature a latch protector and strain relief and are available in a variety  
of colours and lengths.

Standards

•  AS/NZS 11801.1:2019
•  ANSI/TIA 568.2-D
•  ACMA Compliance (A-Tick)


