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An uninsulated multi-outlet connector for connecting neutral uninsulated underground 
cables. Made of high conductivity copper and completely hot tin dip coated. For cable sizes 
below the nominal conductor size, type DR reducing adapters are available for reducing 
through a full range of cable sizes down to #6 stranded. 

Type CBN Uninsulated Crab Connector

Ordering Information 

CATALOG 
NUMBER CABLE SIZE NO. OF 

OUTLETS

NO. OF 
INDENTS PER 

OUTLET

DIMENSIONS IN INCHES

C L W X Y

CBN21-4 4/0 STR 4 1 2 3 5/16 8 2 1/2 -

CBN21-6 4/0 STR 6 1 2 6 13/16 8 2 1/2 3 1/2

CBN21-8 4/0 STR 8 1 2 9 5/16 8 2 1/2 3 1/2

CBN21-10 4/0 STR 10 1 2 12 13/16 8 2 1/2 3 1/2

CBN21-12 4/0 STR 12 1 2 15 5/16 8 2 1/2 3 1/2

CBN50-4 500 MCM 4 2 2 1/2 3 13/16 11 2 1/2 -

CBN50-6 500 MCM 6 2 2 1/2 7 9/16 11 2 1/2 3 3/4

CBN50-8 500 MCM 8 2 2 1/2 10 1/16 11 2 1/2 3 3/4

CBN50-10 500 MCM 10 2 2 1/2 13 13/16 11 2 1/2 3 3/4

CBN50-12 500 MCM 12 2 2 1/2 16 5/16 11 2 1/2 3 3/4
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